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1. A MINIMUM OF THREE TRIGROINS SHALL BE INSTALLED.

HATCHERY DUILDING
2. TRIGROIN LOCATIONS SHALL BE STAKED IN FIELD BY
ENGINEER

AL LS

3. TRIGROIN ALTERNATES A & B SHALL BE INSTALLED ONLY
IF ACCESSIBLE BY EQUIPMENT AND IF FUNDING IS
AVAILABLE,
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ALTERNATE A /‘m i -
2.0% ) St / - I —

——

SITE ADDRESS:
TOKUL CREEK HATCHERY
37501 SE FALL CITY—SNOQUALMIE ROAD
FALL CITY, WASHINGTON 98024

EXiSTING CABLED LOG

—

PARCEL NUMBER:

'/,--

TRIGROIN ALTERNATE B
/— LOCATED 300' DOWNSTREAM

AS LOCATED BY ENGINEER. / \
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EXISTING GﬁﬂlEﬂ LoG

MITIGATION PLAN
SCALE: |* = 20'

1924089007

LEGAL DESCRIPTION:
192408 7 POR OF NW 1/4 OF
WLY OF CM & STP RY TGW SW
LESS CO RD & LESS ST RD & LESS
1/2 OF SD SW 1/4 OF NW 1/4

AREA:
65.26 ACRES

NW 1/4 LY SLY &
1/4 OF NW 1/4
C/M RGTS W

TELEPHONE
OVERHEAD POWER
BURIED WATERLINE
EDGE OF WATER
EDGE OF GRAVEL
HIGHWAY RIGHT OF

WAY
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BAR MEASURES

TOKOL CREEK HATCHERY
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= NATIVE FILL, AUGMENT WITH STREAMBED
/ BOULDERS PER WSDOT 9-03.11(3)

! /
\ /.

\7 LWD ~ 12' — 15° LONG X 18°—24" DBH

DOUGLAS FIR OR WR CEDAR ~ TYP.

NATIVE FILL. AUGMENT WITH STREAMBED

/ BOULDERS PER WSDOT 9-03.11(3)

MR—1 MANTA RAY (EMBED B' MIN.) TYP.

ELLYVATION

JIRIGROIN DETALS

NOT TO SCALE

MR—1 EARTH ANCHORS WITH %" LONG LINK
GALVANIZED DECK LASHING CHAIN STAPLED
2 PLACES EACH (MIN.) & SCREW PIN
SHACKLES — EMBED ANCHOR MIN. DEPTH 8
FT OR DEEPER AS NEEDEQ TO PROVIDE
MININUM 10,000 LB PULLOUT STRENGTH.

(YP.)
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- WD - 12' -
DOUGLAS FIR OR WR CEDAR ~ TYP

15' LONG X 18°-24" DBH

PROJECT NO.

WASHINGTON STATE
DEPARTMENT OF FISH AND WILDLIFE

TOKOL CREEK HATCHERY

BAR MEASURES

KG:H104:09-1

ONE INCH ON
ORIGINAL DRAWINGS

EMERGENCY FLOOD REPAIR

SYM | DATE

REVISION DESCRIFTION BY #y _J. HANSEN

TRIGROIN DETAILS

APPROVED AND RELEASED FOR CONSTRUCTION CHECKED &Y

CHIEF ENGINEER
PROGRAM

o gy R ENGELHARDT

are . 06/17/2010

DATE:
DATE:

SHEET OF

2|2




